
CARTAGENA REGASIFICATION PLANT 

The main characteristics of Enagás’ Cartagena plant, in relation to 
ports and tankers, are detailed as follows: 

o Main characteristics of the port and tanker:

 Docks:

o Dock 1: For methane tankers of up to 40.000 m
3 
LNG. 

o Dock 2: For methane tankers of up to 266.000 m3
 LNG.

 Typology:
 Loading platform: reinforced concrete structure built on

dolphins made of armoured concrete caissons.

 Structure of dockage and mooring: dolphins made of
reinforced concrete caissons.

 Maximum draught of dockage spaces: 15 m referred to LLW.

 The static maximum draught to access the twist and dock area is 13
m.

 Dock coping:

 Offloading platform, docking and mooring dolphins: +
10.00.

 Maximum height allowed for the vessel’s superstructure: Not limited.

DOCK 1 DOCK 2 

Vessel Maximum vessel Minimum vessel 

Capacity 40.000 m3 266.000 m3 32.000 m3 

LOA 198 m 345 m 243,34 m 

Lpp 184 m 332 m 230 m 

Beam 26 m 55 m 34 m 

Depth 17,3 m 29 m 21,2 m 

Maximum draught 10 m 13 m 13 m 

Light-water draught 8,85 m 9,7 m 8,2 m 

Deadweight tonnage 27.234 TPM 130.000 TPM 40.585 TPM 

Displacement during loading ≈40.600 tn ≈180.000 tn ≈60.058 tn 

Gross register ≈26.951 tn ≈163.922 tn ≈48.454 tn 


